It's Here! Did You Know?

On-Demand Systems now makes Flight altitudes and high elevations
a portable, tankless, physiological can create conditions where body
flight symptom awareness training tissues and organs are deprived of
device that provides a necessary oxygen. These conditions
pressure-on-demand flow rate may cause confusion, blurred

that eliminates the air-starvation vision, and ultimately lead to
experienced when using other unconsciousness. Pilots and flight
training technologies. The Flight crew have only seconds to
Breathing Awareness Trainer (FBAT) recognize the onset of physiological
accurately replicates the feel of symptoms and take emergency
aircraft systems such as the F-18, corrective action.

T-6, V-22 and T-45.

Flight Breathing Awareness Trainer

Flight Breathing
Awareness Trainer
ACCEPTING ORDERS NOW The porftable and tar)kless
979-764-2362 solution for effective
physiological flight

Patent-protected:
U.S. Patent No. 12,194,242 B2 symptom awareness

and related patents training.
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F B A ' ...includes fast-response, pure-oxygen recovery, for trainee safety!
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Flight Breathing Awareness Trainer

Specifications
Advantages e Size: 295" x 23.5"x 16.5"
e Eliminate the logistics complexity and e Weight: approx. 135 Ibs
Features costs associated with maintaining a
gas bottle supply e Requires a dedicated
® Portable and tankless 20 amp circuit
e Eliminate air-starvation which may be
* Only requires wall power and experienced with other training e Requires approx. 1.5 liters of
occasional refill of an internal technologies deionized water
deionized water reservoir
e Pure-oxygen delivery feature e Average flow rate >30 LPM;
* Dynamic pressure-on-demand air facilitates fast trainee recovery peak flow rate >120 LPM
delivery
'  Dynamically responds to individual e Replicates oxygen concentrations at
* Oxygen concentration managed breathing characteristics flight altitudes (e.g., ambient to 30k ft,
independent of the air flow rate actual range is customizable)
e Touch screen interface for easy
® Select standard pre-programmed access to training profiles, custom
training profiles or create a new settings, start/stop, etc.

custom training profile
e Built-in self-tests ensure safe and

e Connects to a 2-pin bayonet-type accurate system performance
connector or 3-pin with adapter;
Can be easily adapted to connect e Quick system startup
to any mask

® Integrated biometric monitoring
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